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Breeding turkeys indoors requires careful
control of air quality, ventilation and
heating. Proper control using CO2
sensors can result in considerable
financial savings during the crucial early
days after bird’s have hatched.

and decreased
immunity to
bacteria.
Poor ven-
tilation also
increases the
amount of disease factors in the
air of the animal shelter so in-
creasing the likelihood of diseases
becoming established and diffi-
cult to control. Poor ventilation
also affects the animal keepers as
well as the structures of the build-
ings.

Infra-red based carbon diox-
ide measurements have proven
to work-well in difficult meas-
urement environments such as
animal shelters. Matti Valli of Il-
majoki, Finland uses Vaisala
CARBOCAP® Carbon Dioxide
Transmitters GMT222 on his
turkey farm. To measure the
CO2 concentration correctly in
a large internal space, considera-
tions should be paid to the
placement of the sensors. Car-
bon dioxide is heavier than air
and, for very weak flow rates,
CO2 enriched air can stratify

I n indoor rearing applica-
tions, it is important to
maintain suitable ventila-

tion, appropriate temperature
and to avoid drafts that make
conditions unpleasant for sensi-
tive creatures such as turkeys. In
animal shelters, the supply of
oxygen is restricted by the ani-
mals’ own metabolism and by-
products, most importantly, car-
bon dioxide. Carbon dioxide is a
by-product of the combustion
of cellular respiration, which is
outgased when exhaling. Anoth-
er by-product is water vapor. By
measuring CO2 in animal shel-
ters, ventilation can be con-
trolled efficiently. “This results
in considerable increase in ani-
mal welfare as well as savings in
energy bills,” says Matti Valli,
the owner of a turkey farm in
Southern Ostrobotnia, a county
in south-western Finland.

Controlling carbon
dioxide in 
animal shelters
The carbon dioxide concentra-
tion is a good general measure of
the air quality in an animal shel-
ter. This is because the presence
of harmful gases and dust parti-
cles in the shelters correlates well
with the CO2 concentration. It
can be said that CO2 measure-

ment is a surrogate measurement
for indoor air quality, and if the
CO2 concentration is low, so is
the presence of other harmful
substances. This is also why the
CO2 concentration works well as
a control parameter in Demand
Controlled Ventilation systems.

The average concentration of
carbon dioxide in fresh ambient
air is typically around 370 ppm
(parts per million). All animals
produce carbon dioxide. In in-
door environments, fresh air
needs to be introduced to pre-
vent the indoor concentration of
CO2 rising to unacceptable lev-
els. The more animals there are
and the larger they are in the
space, the faster the concentra-
tion rises. Time of the day and
the physical activity of the ani-
mals also affects the level of
CO2. Conversely, the concentra-
tion of oxygen in the air decreas-
es. The increased carbon dioxide
and the increased amounts of
other harmful substances affects
the well-being of the animals, re-
sulting in poorer feed conversion
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near the
floor level
and raise the
CO2 level in one lo-
cation to very high levels. This
might prove to be a hazard for
very small chicks where the activ-
ity and body heat of the animals
does not circulate the air suffi-
ciently. According to Finnish
legislation, the CO2 concentra-
tion in animal shelters should
not rise above 3000ppm CO2 by
volume anywhere in the struc-
ture. The regulations and appro-
priate levels apply also for tem-
perature, relative humidity, am-
monia, hydrogen sulfide and or-
ganic dust. 

Adjusting to 
the climate
In Finland, the main factor af-

By introducing a ventilation 
system based on the 
measurement of carbon dioxide,
Finnish farmer Matti Valli was
not only able to improve the 
living environment for his indoor
reared turkeys but also made 
savings in his energy bills. The
system is based on the Vaisala 
CARBOCAP® Carbon Dioxide 
Transmitter GMT222.

Ventilation System Clears the Air in
Turkey Farm
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fecting the climate is the coun-
try's position between the 60th
and 70th northern latitudes in
the Eurasian continent's coastal
zone. The climate shows charac-
teristics of both maritime and
continental climates, depending
on wind direction. According to
Köppen's climate classification,
Finland belongs to the temper-
ate coniferous-mixed forest zone
with cold, wet winters, where the
mean temperature of the
warmest month is no lower than
10°C and that of the coldest
month no higher than -3°C.
Typically domestic animals do
not survive the Finnish winter
without additional heating. The
same applies in many parts of
the world, including other
northern European countries,
Canada, northern United States,
and Hokkaido in Japan. 

The traditional way of cool-
ing an animal rearing facility is
to bring cool air from outside.
As the temperature outdoors de-
creases during autumn and win-
ter, as is the case in Nordic coun-
tries, the ventilation is also de-
creased in order to preserve the
heat produced by animals. This
eventually leads to the rise of
harmful components, as well as
increased levels of carbon diox-
ide. Care must be taken in the
reduction of ventilation to en-
sure that the indoor concentra-
tion does not exceed 3000ppm

CO2 by volume. If the outdoor
temperature still decreases, heat-
ing must be used, as the ventila-
tion must be sustained to ensure
proper animal welfare.

Improving the 
ventilation system in
bird houses
Although the birds have a
plumage, they are sensitive to
drafts. Breeded birds, such as
broilers and turkeys have very
fast vital functions and are thus
very sensitive to their living en-
vironment. In order to improve
the ventilation system in a broil-
er house or a turkey farm, the are
several important thing to con-
sider.

Newly hatched baby chicks
or turkeys are quite sensitive the
first days of growing period, and
the CO2 concentration can rise
to dangerously high levels. This
is very hard to detect without ap-
propriate sensors. The minimum
ventilation should be adjusted
according to the carbon dioxide
levels, at the same time ensuring
that the temperature and relative
humidity as well as the ammo-
nia concentration is kept at se-
cure levels. The sensors should
be as close to the birds as possi-
ble. 

The air must be dry, but not
dry enough to increase dust lev-
els. The Finnish legislation states
that relative humidity should be

60-80%RH. Ionizers can be use-
ful to eliminate dust. They are es-
pecially useful to reduce dust of a
very fine particle size. Dryness
can cause harm to the chicks dur-
ing their first days of life. Hu-
midification might have to be
considered, although it should
be done in a manner that the lit-
ter used as bedding material does
not get wet. The ammonia levels
should be less than 25 ppm.

All measuring equipment
should be maintained and cali-
brated regularly. The most im-
portant spare parts should be
kept in storage.

The effects of carbon
dioxide based control
Matti Valli estimates that he has
been able to cut the heating costs
of his turkey farm by 50% after
introducing the CO2 based ven-
tilation to his turkey farm. Most
of the savings can be achieved
when the turkeys are very small.
At this early stage the turkey
chicks weigh only few grams and
produce very little carbon diox-
ide. On the other hand, tempera-
ture has to be maintained
around +39°C. So, any unneces-
sary ventilation at this stage
means a bigger heating bill. 

“The Vaisala CARBOCAP®

Carbon Dioxide Transmitter
GMT222 certainly helps to con-
trol ventilation,” says Matti Valli.
“It controls the exhaust fans so

that carbon dioxide level stays at
a correct level at all times.” This is
a bit tricky to do, because the cor-
rect rate of ventilation is very
small during the first few days af-
ter hatching. Valli uses only one
fan the first days of  each new
turkey growing flock.

As the turkeys grow bigger,
the recommended temperature
level declines at a rate of a half
degree per day. This means that
the opportunity to save energy
also declines. “It is still impor-
tant to maintain the correct level
of carbon dioxide”, says Valli.
Controlling carbon dioxide en-
sures that all the other harmful
gases and substances remain at
acceptable levels and the turkeys
stay healthy and productive.

Mr. Valli points out addi-
tionally the influence of bird ac-
tivity. “Active, feeding turkeys
produce a lot more carbon diox-
ide than resting birds at night.
The ventilation should be adjust-
ed accordingly,” he says. Setting
up a fixed level of minimum
ventilation without CO2 based
control would mean over-venti-
lation in one situation and un-
der-ventilation in the other. This
is the case, even if the level is
correct on the average. Mr. Valli
concludes that carbon dioxide
sensors can help with controlling
air quality with any animals that
need housing. With his turkeys,
it is a key to profitability. ●

Smoke is used to visualize the air circulation inside an animal shelter in
order to optimize the design of the ventilation system. 

Turkey breeder Matti Valli says that the use of CO2 sensors to control air
quality on his farm is a key to profitability. He believes other farmers with
indoor rearing facilities can also benefit from the technology.


